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DESCRIPTION

APPLICATION PROCESS

Note:  The information listed above has been obtained from controlled laboratory 
tests and is reliable, but should not be used for the purpose of writing specifications. 
It is offered in good faith, but without guarantee, as conditions and methods of use 
of our products are beyond our control. It is recommended that the prospective user 
determine the product suitability before adapting for commercial use.

Double Sided Tape Dispenser 713

Double Sided Tape Dispenser. Transfer Tape Dispenser. ATG Dispenser

For sample and material swatches. Applying labels, booklets to products and for unitizing. Constructed of lightweight 
hi impact plastic for years of reliable operation. Trigger operated pistol grip dispenser has an extended nose for easy 
application and any length of transfer tape to the product

TECHNICAL DATA
ADHESIVE LAYER N/A

BACKING/CARRIER MATERIAL N/A

BACKING/ADHESIVE THICKNESS

TOTAL THICKNESS

ADHESION TO STEEL

TENSILE STRENGTH

ELONGATION

TEMPERATURE APPLICATION

TEMPERATURE OPERATING

MATERIAL DESCRIPTION
SIZE (width x length)

COLOR

ADHESIVE TYPE N/A

CONSTRUCTION N/A

SELF WOUND N/A

RELEASE LINER MATERIAL N/A

RELEASE LINER THICKNESS

WEIGHT

Physical and perfomance characteristics shown are obtained from tests recommended by vendor. Quality Assurance and Technical Service Departments do 
not represent a guarantee of product performance. May vary slightly from these averages. The user should determine whether the product is fit for a particular 
purpose and is suitable for the user’s method of application before use.


